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DESCRIPTION 
 

L i ft ing p latform intended for  the use of  vert ical  transport  of  vehicles with  
people and cargo inside .  Compact ,  robust ,  ergonomic design and h igh comfort  
through 2: 1  ind irect  hydraul ic  tract ion without  machine room 
 
 

APPLICATION  
 
Garage in  s ingle-fami ly  homes 
Garage in  low-densi ty res ident ia l  bu i ld ings 
Garage in  low-densi ty publ ic  bu i ld ings 
Garage in  low-density commercial  premises 
 

APPLICABLE REGULATIONS  
 
Machinery D irect ive 2006/42 
Royal  Decree 1644/2008 (esp)  
Law 31/1995 (esp)  
STANDARD REFERENCE UNE-EN 81-41 :2011  
UNE-EN 12100:2012 
MORISPAIN p iston ser ies 9130 d iameter  160 mm 
MORISPAIN hydraul ic  power un i t  wi thout  machine room,  with  2 speed HYDRONIC 
valve and 9 ,5 Kw 13 CV electr ic  motor  and 75 l/min  sp indle  pump 
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FEATURES 
 

Performance Table 

MHK 
M a x i m u m  l o a d  ( * )  2 . 5 0 0 K g  t o  2 . 8 0 0  K g  ( d e p e n d i n g  o n  c a b i n  d i m e n s i o n s )  

M a x i m u m  t r a v e l  6 m t s  ( w i t h o u t  m a c h i n e  r o o m )  1 0  m t s  ( w i t h  m a c h i n e  r o o m )  

C A B I N  D I M E N S I O N S  2 , 4 5 0 x 5 , 4 0 0  m m  ( m a x i m u m )  2 , 4 5 0 x 4 , 2 0 0  m m  ( m i n i m u m )  

H O L E  D I M E N S I O N S  C a b i n  w i d t h  +  5 0 0 m m  x  C a b i n  d e p t h  +  6 0 m m  

M i n i m u m  F O S O  3 5 0 m m  

M i n i m u m  l e a k a g e  2 . 2 0 0  m m  

S T O P S  U p  t o  3  ( o p t i o n a l  4 )  

M a x i m u m  S P E E D  0 . 1 5  m / s  

M a x i m u m  p o w e r  1 3  H P  -  3 8 0  V a c  ( d i r e c t  s t a r t )  

C O N S U M P T I O N  ( * * )  2 3 . 4  A  5 0 H z  -  S 4  S E R V I C E  T Y P E .  4 0 %  

( * )  T h e  c a l c u l a t i o n  o f  t h e  l o a d  i s :  3 . 1 0 0 K g  -  4 6  k g / m 2  x  ( s u r f a c e  m 2  o f  c a b i n )  
( * * )  F o r  o t h e r  v o l t a g e s  a n d  f r e q u e n c i e s ,  p l e a s e  c o n s u l t  

 

 
MECHANICAL Column made with  gu ides type T 90/16,  which guarantees the 
perfect  guidance of  the chassis and compl iance with f lex ions accord ing to  
standards.  F ixed to  the wal l  by means of  metal  beams.  
Chassis  made of  metal  prof i les and blades in  fo lded sheet  metal  with IPE 
re inforcements 
Pul l ing beam made by means of  a  structural  tube of  200x100x10 mm 
Floor  made of  5 mm grooved sheet  
 
 
MORISPAIN p iston ser ies 9130 d iameter  160 mm 
MORISPAIN hydraul ic  un i t  with  2 speed HYDRONIC valve and 9.5 Kw 13 HP 
electr ic  motor  and 75 l/min  sp indle  pump with  load pressure switch 
 
Control  manoeuvre by means of  a  programmable and conf igurable automaton 
with  2 l ines for  v iewing the status ,  
 
Double control  panel  in  the cab in  with  cal l  s ignal l ing .  
Gondola-type telephone in  the cab in 
Safety photoelectr ic  barr iers instal led on the per imeter  of  the platform.  
R ise and fal l  level l ing as standard (OPTIONAL WITH BRIDGE MODULE)  
 
 
DOORS:  There is  no cabin  door .  
On landing ,  possib i l i ty  of  vert ical  sect ional  doors ,  hor izontal  s lat  doors,  or  
motor ised swing doors .  
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3/4"  MORIS safety valve Mod.  0825/P regulated for  Vn 75 l/min  
 
BLAIN L10 Block ing Valve,  located in  p iston to  guarantee safety in  the p i t .  
 
IN-6000 DYNATECH parachute with  instant  act ivat ion 
 
F7S metal  core tract ion cables of  13 mm,  branded by Gustav Wolf .  Safety 
coeff ic ient  10 
 
 
Permanent  pressure type buttons in  the cab in .   
 
Gondola-type telephone in  booth 
 
RESCUE By means of  UPS 220 Vac,  operat ion only  in  descent  in  case of  power 
fa i lure .  
 
COLOUR GRAPHITE except  for  the running track ,  colour WHITE 
OPTIONS OTHER COLOURS 
 
S IDE RAIL OPTION  
 
WIRELESS CONTROL OPTION 
 
DOOR BRIDGE MODULE OPTION (re- level l ing)  
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GENERAL DESCRIPTION OF THE EQUIPMENT 
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1-  Drive 

Hydraul ic  with  ind irect  dr ive.  The l i f t  has two guide columns facing each other ,  
one on each s ide of  the cyl inder .  

The cyl inder has an internal  hydraul ic  cush ioned stop,  with  a  parachute valve.  

2-  Hydraul ic  power stat ion 

Single-speed hydraul ic  power un i t ,  by means of  a  low- noise motor-pump group.  

The valve group includes a pressure gauge and a  non-return valve.  There is  a  
hand pump as an emergency dr ive system for  the rescue of  the vehicle  and i ts  
occupants .  The hydraul ic  un i t  a lso includes a return f i l ter  and a stopcock.  

3-  Maintenance panel  

Behind the maintenance panel  are the l i f t  controls .  I t  is  very important  that  the 
door is  c losed and locked at  a l l  t imes.  There must  be no f lammable mater ials  
near the maintenance panel .  

 

4-  Parachute valve 

The funct ion of  the parachute valve is  to  control  the speed of  the l i f t  unt i l  i t  
stops ,  by means of  the hydraul ic  system (parachute valve cert i f ied in  
accordance with standard EN 81-20) .  The system acts i f  the l i f t  p latform 
exceeds the nominal  speed,  b locking the o i l  f low.  The control  works even in  the 
absence of  e lectr ic  current .   

5-  Access doors 

I t  is  NOT part  of  the elements manufactured by MORISPAIN S.A.  

Th is  is  a  requirement  that  the instal ler  must  monitor  i f  they are not  suppl ied by 
MORISPAIN,  S .A.  

Doors are instal led on each f loor to protect  users from in jury dur ing operat ion 
of  the l i f t .  Electr ical  door  contacts prevent  the elevator  from moving i f  the doors 
are not  completely  closed.  The land ing doors are f i t ted with  a  special  lock which  
keeps the doors closed and locked i f  the elevator  car  is  not  at  f loor  level  on 
that  f loor .  

Protect ive devices,  such as photocel ls ,  are instal led at  the car  entrance to  
prevent  the doors from clos ing i f  someone is  enter ing or  leaving the l i f t ,  or  
standing too long near the doors .   

6-  Platform 

The platform is  a  per imeter  area for  transport ing vehicles and the ir  occupants.  
The platform has a lower chassis  that  re inforces i t .  

7-  Guides 

The gu ides are made of  steel  and sl ide the platform along the l i f t  shaft .  The 
gu ides are f ixed vert ical ly  to  the shaft  structure .  
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8-  Signpost ing 

The s ignal l ing system is  the user interface of  the elevator .  The s ignal l in g  
system transfers these messages to  the electronic  control  of  the elevator .   

9-  Coin ing system 

The co in ing system is  a  mechanical  safety device f ixed to  the l i f t  car  chassis .  
I f  the transmiss ion cables are loosened or  broken,  the co in ing system acts on 
the guides and stops the l i f t  p latform.  This  safety component  is  cert i f ied  
accord ing to  EN81-20.  

10-  Blocking for p i t  work.  

The brake is  a  hydraul ic  valve that  prevents the l i f t  p latform from moving 
when i t  is  at  rest  or  when the power to  the cyl inder is  cut  off .  

The valve mainta ins the posi t ion  of  the cyl inder .  I t  c loses automat ical ly  when 
the control  panel  cuts the power supply or  there is  a  power fa i lure .  This  
safety component  is  cert i f ied  accord ing to  EN81-20 

1 1-  Manoeuvring with emergency battery .  

The l i f t  is  equipped with  an emergency manoeuvre that  br ings the platform to 
the nearest  lower f loor  in  the event  of  a  power fa i lure between two f loors .  
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